
Maintenance on the Just-In Scraper is primarily Blade changes.

The Scraper system when fully extended and the cleaning blade is no longer keeping contact to the face of the belt 
and is allowing materials to pass, the scraper blade is ready for changing.

Note: as a safety measure the bracket that holds the cleaning blade will not touch the face of the belt once the 
blade has completed its job.

Before conducting maintenance please lockout all conveyors leading to and from the transfer points that work is 
performed on. 

The steps in changing the Scraper Blade on the system are as follows:

1. Undo three of the bolts and loosen the fourth one on either side of the mounting plate that the 
scraper comes with. By doing so frees the scraper to pivot forward and back.

2. Use a wire hand brush and clean the threads on the bolts that holds the scraper blade to the 
embodiment. 

3. Undo the nuts by using an air impact gun or electric impact gun.

4. The replacement blade comes with the accepting holes for the bolts and has a slight angle on the 
front top side. Place the red shield that was removed from the old worn blade and bolting brackets 
line the holes up with the replacement blades and start inserting the bolts. Note: The Impact Gun 
may be of some great use for this step.

5. Insert the threads of the bolts starting from one side into the paddles and the red backing shield 
(run a bead of silicone between the backing shield and the paddles.) that protrude from the body of 
the holder, the nuts and washers are then added and tightened down.

6. Compress the scraper by using Zap straps or packing straps starting at one end and across. Note: 
Make sure that the air gauge reads 0 lbs to the scraper before compressing.

7. Flip the scraper back into position and place the three Nuts, bolts and lock washers on the outside 
brackets and tighten down.

8. Cut the Zap straps that are holding the compressed blade and adjust the regulator to 3 lbs. presser.

9. Adjustments to the air pressure are done while the conveyor is running to fine tune the cleaning. 
Note: Pressure cleaning zone 3 lbs. to 17 lbs.

A second option is to have a spare scraper at hand and change out the old scraper with a new one and 
replace the blade in the maintenance shop and have that one ready for change out when needed.

A good way to see if any air is leaking from any of the air joints leading to the scraper is to use some 
soapy water in a spray bottle.  Spray them to see if any bubbles appear to grow and if so, a connection 
may need to be undone cleaned and some fresh thread seal put on any of the threaded fittings and re 
attached.

In the event of changing the CO2 tank two to three drops of air tool oil is suggested in the hose leading 
to the Low Pressure Inline Stabilizer before attaching back on the CO2 Tank.
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